
Riel DIN

Información Física

Tensión

Links Útiles

N° de polos

Corriente

Grado de protección

En cumplimiento con norma

Tipo de disparo

Ciclos mecánicos

Ciclos eléctricos

Corriente de cortocircuito

230 VCA

2P

10 A

IP20

IEC/EN 61009-1

CURVA C

10000

2000

6kA

Imagen

Catálogo

Manual

Certificado

Bloque CAD

Detector falla de arco, termomagnetico, disyuntor, 10a, 
Curva C - 30ma, Clase A, 6KA - 2 Polos

NB4LE-AFD 2P C10 A 
30mA

NB4LE-AFD 2P C10 A 30mA

Ficha Técnica

SKU

Descripción

https://s3.coresagroup.com/CHINT/datasheet/NB4LE-AFDD-CATALOGO.pdf

https://s3.coresagroup.com/CHINT/500/335354.png

https://s3.coresagroup.com/CHINT/manuales/NB4LE.pdf

https://s3.coresagroup.com/CHINT/CAD/NB4LE-AFDD.dwg

https://s3.coresagroup.com/CHINT/certificados/NB4LE.zip

https://s3.coresagroup.com/CHINT/datasheet/NB4LE-AFDD-CATALOGO.pdf
https://s3.coresagroup.com/CHINT/500/335354.png
https://s3.coresagroup.com/CHINT/manuales/NB4LE.pdf
https://s3.coresagroup.com/CHINT/CAD/NB4LE-AFDD.dwg
https://s3.coresagroup.com/CHINT/certificados/NB4LE.zip

